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Air Chain Hoists
PROFI 025TI – 20TI
JDN Air Hoists PROFI Series are very robust and therefore 
suitable for tough applications even in continuous working 
processes. According to your requirements there are various 
control systems available. For traversing loads different  
trolley designs meet your particular demands.

• �	 Sensitive infinitely variable speed control for the precise 
positioning of loads

• 	� Load chain and hooks manufactured from high quality 
steels 

Product Code H010400250 H010400500 H010401000 H010402500

Type 025 TI 05 TI 1 TI 2 TI

Capacity (t) 0.16 0.25 0.32 0.5 0.63 1 1.25 2

Air Pressure
(PSI) 
(bar)

65 
4

85 
6

65 
4

85 
6

65 
4

85 
6

65 
4

85 
6

Number of Chain Strands - 1 1 1 1

Motor Output (kW) 0.6 1.0 0.6 1.0 0.6 1.0 0.6 1.0

Lifting Speed at Full Load
(ft/min�) 
(m/min)

65.6 
20

65.6 
20

32.8  
10

36.1  
11

16.4  
5

18  
5.5

8.2 
2.5

8.9 
2.7

Lifting Speed without Load
(ft/min�) 
m/min

123 
37.5

137.8  
42

52.5  
16

62.3  
19

32.8  
10

36.1  
11

16.4  
5

18  
5.5

Lowering Speed at Full Load
(ft/min)� 
(m/min)

124.7 
38

124.7 
38

55.8  
17

55.8  
17

32.8  
10

36.1  
11

16.4  
5

18  
5.5

Air Consumption at Full Load – Lifting
(cfm�) 

(m3/min)
24.7 
0.7

42.4  
1.2

24.7 
 0.7

42.4  
1.2

24.7  
0.7

42.4  
1.2

24.7  
0.7

42.4  
1.2

Air Consumption at Full Load – Lowering
(cfm)� 

(m3/min)
28.3 
0.8

53  
1.5

28.3  
0.8

53  
1.5

28.3  
0.8

53  
1.5 

28.3  
0.8

53  
1.5

Air Connection - G 1/2 G 1/2 G 1/2 G 1/2

Hose Dimension (inside) (mm) 13 13 13 13

Chain Dimension (mm) 7 x 21 7 x 21 7 x 21 7 x 21 

Standard Lift �(m) 3 3 3 3

Length of Control at Standard Lift �(m) 2 2 2 2

Noise Level at Full Load – Lifting (dB(A)) 73 74 74 75 74 76 74 76

Noise Level at Full Load – Lowering (dB(A)) 77 78 77 78 77 78 77 78

Weight with Standard Lift, Rope Control (kg) 27 27 27 27 27.5 28 34 34

Weight of Chain� (kg/m) 1.0 1.0 1.0 1.0

Type 025 TI 05 TI 1 TI 2 TI

A min. headroom (mm) 450 450 450 498

B (mm) 288 288 288 336

C (mm) 145 145 145 145

D (mm) 297 297 297 297

E1 (mm) 28 28 28 28

E2 (mm) 28 28 28 28

F up to Hook Centre (mm) 137 137 137 137

G Maximum Width (mm) 176 176 176 183

PROFI 025TI – 2TI

G

F

D
C

A

B

E
1

E2

Expertise - over 50 years of industry leading knowledge




