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Product Code H040400020 H040400032 H040400063 H040400161 H040400161 H040400250

Type 2 TI 3.2 TI 6.3 TI 10TI 16 TI 25 TI

Carrying Capacity of Trolley LM (t) 2 3.2 6.3 10-16 10-16 25 

Carrying Capacity of Hoist with 
Trolley (t) 2 3.2 6.3 10 16 25 

Weight of Manual Trolley (kg) 18 26 117 120 120 450 

Weight of Reel Chain Trolley (kg) 32 37 127 190 190 - 

Weight of Hoist with Std Lift (kg) 34 86 110 156 240 550 

Total Weight with Std Lift of Manual 
Trolley (kg) 52 112 227  276 360 1000 

Total Weight with Std Lift of Reel Chain 
Trolley (kg) 66 123 237 346 430 - 

Total Weight with Std Lift of Motor 
Trolley (kg) 60 119 234 346 430 1020 

Weight of 1m Chain (kg) 1 3.8 3.8 5.8 5.8 12.2 

No. of Falls 2 1 2 2 3 2 

Air Pressure Motor Trolley (bar) 6 6 6 6 6 6 

Air Consumption Motor Trolley at 
Nominal Load m³/min)  0.6 0.6 0.6 1.3 1.3 1.3 

Motor Rating Motor Trolley (kW) 0.2 0.2 0.2 0.7 0.7 0.7 

Hose Connection Motor Trolley G ½ G ¾ G ¾ G ¾ G ¾ G ¾ 

Min Radius Manual Trolley (m) 1.2 0.5 1.0 1.0 1.0 3 

Min Radius Reel Chain Trolley and 
Motor Trolley (m) 0.5 0.5 1.0 1.0 1.0 3 

Air Powered Trolleys
• 	 Use as motorised trolley (LM) powered by an air motor 

• 	 Easy to install with anti-climb and anti-drop devices 
• 	 Robust and requires little maintenance 
•	 Able to negotiate curves

Safety First - equipment certified to the highest standards
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Product Code H040400020 H040400032 H040400063 H040400161 H040400161 H040400250

Type 2 TI 3.2 TI 6.3 TI 10TI 16 TI 25 TI

With Trolley (t) LM 2 LM 3.2 LM 6.3 LM 10 LM 16 LM 25

A (mm) 250 292 500 490 490 750 

B Max (mm) 130 113 157 162 162 246 

C (mm) b + 36 b + 60 b + 70 b + 70 b + 70 b + 64 

d (mm) 70 84 165 165 165 250 

D (mm) 185 191 205 318 318 340 

E (mm) 137 140 154 197 199 270 

F (mm) 46 75 79 109 109 175 

G (mm) 145 200 233 308 382 450 

H (mm) 152 212 25 267 310 450 

J* (mounted) (mm) - 613 763 929 982 1408 

J* (suspended) (mm) 611 - 919 1176 1171 1771 

K (mm) 95 107 188 188 188 282 

L (mm) 28 28 40 42 55 70 

M (mm) 42 42 51 66 82 85 

N (mm) 116 136 236 236 236 340
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