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Product Code Model

WLL Speed Dimensions (mm)
Weight

(kg)Direct  
(kg)

Sheaved  
(kg)

Direct  
(m/min)

Sheaved  
(m/min) A B C D E F G H I J K L M

H010600030 TR30 300 600 13 6.5 430 20 212 642 224 181 90 20 20 347 492 302 15 31

H010600050 TR50 500 950 7 3.5 430 20 212 642 224 181 90 20 20 347 492 302 15 31

All LGH units are fitted with wireless remote controls as standard

Minifor Hoists
Portable Electric Hoists with Unlimited Lifting Height
High Performance - Sturdy

• 	 Excellent weight  - power ratio

• 	 Aluminium alloy housing

• 	 Unlimited length of lifting wire rope

Safety

• 	 Adjustable upper and lower stops

• 	 Brake incorporated in motor

• 	 Wire Rope 6.5mm available in increments of 20m to 100m

Minifor Sheaving Kit
By using the Minifor Sheaving Kit, you can increase the 
capacity of the unit by 100%. Remember to double your 
rope length when using this arrangement.

Ropes to suit Minifor  TR30 /  TR50
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Ø câble
Ø wire rope 
Motorisation 1 phase
Power supply 1 phase
Commande en tension directe / Direct controls

Motorisation 3 phases
Power supply 3 phases
Commande en basse tension 48V / Low voltage controls 48V

I.P. 55

6,5 mm

115 V - 230 V   

400 V
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Product Code Model
Maximum Capacity 

(kg)

H010610000 TR125 950

Product Code Length 
(m)

Weight 
(kg)

H010710010 10 3.1

H010710020 20 5

H010710040 40 9

H010710060 60 12

H010710080 80 18

H010710100 100 22

H010710120 120 27

H010710250 250 55




