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Product Code Model Capacity  
(t)

Stroke 
(mm)

Oil 
Cap 

(cm3)

Cyl Eff 
Area 
(cm2)

A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

F
(mm)

G1
(mm)

G2
(mm)

H
(mm)

I
(mm) Weight (kg)

H330310040 HPS50 4.5 6 4 6.4 32 60 38 24 20 19 5.6 9.75 26 19 0.8

H330310041 HPS51 4.5 16 10 6.4 42 60 38 24 20 19 5.6 9.75 26 19 0.9

H330310100 HPS100 10 10 14 14.4 46 81 56 38 34 28 6.8 11.25 37 19 1.6

H330310200 HPS200 20 11 31 28.6 52 100 76 51 40 39 8.8 14.25 50 19 2.6

H330310300 HPS300 32 12 55 45.6 59 115 95 60 46 48 8.8 14.25 52 19 4.2

H330310500 HPS500 50 15 107 71.3 67 140 114 70 54 60 10.8 17.25 67 20 6.6

H330310730 HPS750 73 16 164 102.7 81 165 140 82 67 70 13 19 76 21 10.4

H330311090 HPS1000 109 16 245 153.4 91 215 180 114 75 90 12.8 19 130 29 23.2

H330311470 HPS1500 147 16 330 206.2 100 215 191 114 83 95 13 19 117 29 28.5

HPS Single Acting Low Height Pad Cylinders
• 	 Single acting spring assisted return

• 	 Range from 4.5t to 147t capacity

• 	 Stroke lengths from 6mm to 16mm

• 	 Working pressure 700 Bar

Hydraulic Cylinders 
HVL - Single Acting Very Low Height  
Pancake Cylinders
• 	 Single acting load return

• 	 Range from 10t to 104t capacity

• 	 Stroke length 6mm

•	 Working pressure 700 Bar
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H330300100 HVL10 10 6 9 14.4 28 87 38 111 16.0 1.6

H330300200 HVL20 20 6 17 28.6 32 104 52 111 19.0 2.6

H330300320 HVL30 32 6 27 45.6 34 120 60 111 19.5 3.0

H330300500 HVL50 50 6 43 71.3 45 158 75 111 29.0 7.2

H330301040 HVL100 104 6 88 146.5 65 200 100 76 37.0 15.6




