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Duplex & Quadplex  
Webslings
Webslings available  
up to 48t capacity

Roundslings  
& Endless Webslings
Roundslings available  
up to 200t capacity

Sling Type / Colour Code

Straight Pull 
M’ = 1

Choke Hitch
 M’ = 0.8

Basket Hitch

2 Leg Sling
Max 90º 
M’ = 1.4

4 Leg Sling
Max 90º 
M’ = 2

Roundsling (RS)                      
Duplex (DX),                 
Quadplex (QP)                          
Quadplex Side by Side 
(QPS)

Webbing 
Width
(mm)

Parallel 
M’ = 2

90º
M’ = 1.4

RS/DX 30 1.0 0.8 2.0 1.4 1.4 2.0

RS/DX 60 2.0 1.6 4.0 2.8 2.8 4.0

RS/DX 90 3.0 2.4 6.0 4.2 4.2 6.0

RS/DX 120 4.0 3.2 8.0 5.6 5.6 8.0

RS/DX 150 5.0 4.0 10.0 7.0 7.0 10.0

RS/DX 180 6.0 4.8 12.0 8.4 8.4 12.0

RS/DX 240 8.0 6.4 16.0 11.2 11.2 16.0

RS/DX 299 10.0 8.0 20.0 14.0 14.0 20.0

RS/DX 300 12.0 9.6 24.0 16.8 16.8 24.0

RS - 15.0 12.0 30.0 21.0 21.0 30.0

QP 240 16.0 12.8 32.0 22.4 22.4 32.0

RS/QP 299 20.0 16.0 40.0 28.0 28.0 40.0

QP 300 24.0 19.2 48.0 33.6 33.6 48.0

RS - 25.0 20.0 50.0 35.0 35.0 50.0

RS - 30.0 24.0 60.0 42.0 42.0 60.0

QPS 480 32.0 25.6 64.0 44.8 44.8 64.0

RS/QPS 598 40.0 32.0 80.0 56.0 56.0 80.0

QPS 600 48.0 38.4 96.0 67.2 67.2 96.0

RS - 50.0 40.0 100.0 70.0 70.0 100.0

RS - 60.0 48.0 120.0 84.0 84.0 120.0

RS - 80.0 64.0 160.0 112.0 112.0 160.0

RS - 100.0 80.0 200.0 140.0 140.0 200.0

RS - 120.0 96.0 240.0 168.0 168.0 240.0

RS - 150.0 120.0 300.0 210.0 210.0 300.0

RS - 200.0 160.0 400.0 280.0 280.0 400.0

Synthetic Slings

Hire Online – the quick and easy way to hire the equipment you need
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Roundslings (BS EN 1492-2)

Standard and heavy duty roundslings are made from high 
tenacity polyester yarn encased in a colour coded tubular 
sleeve of durable woven polyester fabric.

• 	 Standard SWL 1t to 12t - see colour code chart on page 82

• 	 Heavy duty SWL 15t to 200t

• 	 Circ: up to 40m

• 	 Factor of safety 7:1

• 	 High strength to weight ratio

• 	 Absorbs shock loads

• 	 Light and flexible makes them easy to handle

Synthetic Slings 
Duplex & Quadplex Webslings (BS EN 1492-1)

• 	 Material: Polyester

• 	 Widths 25mm to 300mm

• 	 Duplex SWL 1t to 12t  - see colour code chart on page 82

• 	 Quadplex SWL 12t to 24t - see colour code chart on page 82

• 	 Eyes: Becket, flat, reversed or a range of compatible 
hardware

• 	 Factor of safety 7:1

• 	 High strength to weight ratio

• 	 Absorbs shock loads

• 	 Light and flexible makes them easy to handle

• 	 Will not damage the surface of goods being lifted

Wear Sleeves 

• �	 Recommended when abrasion is a problem or sharp 
objects are being lifted

• 	 Prolong the life of the sling

• �	 Available in a variety of materials including polyurethane 
for particularly harsh or abrasive surfaces which can be 
coated either single sided or totally encapsulated
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